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WARNINGS & NOTIFICATIONS

When used correctly, the GNS8360 enhances your 
driving experience. The voice and map information 
in the GNS8360 cannot be guaranteed accurate as  
road layout may change. Always follow the posted 
road signs and traffic laws. 

Do not mount the GNS8360  in a position which may 
obstruct the driver's view or prevent the safe 
operation of the vehicle.

Do not mount the GNS8360 in a position within an  
air bag field of deployment.

GPS signal reception can be affected by the location of 
satellites, tall buildings, tunnels, bridges, etc. If the 
GNS8360 is not receiving a signal, you will need to 
change your location until a signal is received.

The US Government reserves the right to make 
changes to the Global Positioning System in 
accordance with the Department of Defence civil GPS 
user policy and the Federal Radio navigation plan. 
These changes along with poor satellite geometry 
could cause inaccurate readings.

The Global Positioning System is operated and 
maintained by the US Government. The US 
Government is completely responsible for the 
accuracy of the Global Positioning System.
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Throughout this manual the model name GNS8360 
will be used to describe features common to the 
models GNS8360 and GNS8365 BT. The model name 
GNS8365 BT will be used only for the Bluetooth 
feature which is specific to the GNS8365 BT model.   
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Quick StartGuide

BOX CONTENTS

Please contact your place of purchase if any of the 
following items are missing.

This Owners Manual

Software CD

StartHere

1
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Suction-Cup Mount
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Stylus-Pen

Carrying Case SD Memory Card

SD Card Reader External GPS Antenna

Box Contents

Optional Accessories

AC Power Adaptor

Main Unit

+12V to +24V Cigarette 
Lighter Power Cord



INSTALLATION

Please consider the following when choosing a mount 
location:
! Choose a location where the fixed antenna, 

when extended horizontally will have a clear 
view of the sky. 

! Do not mount within any Airbag deployment 
areas.

! Do not mount where the driver's view will be 
obstructed or where safe operation of the vehicle 
may be obstructed.

Ensure the mount location;
! Allows room to raise the GPS antenna 

horizontally.
! Allows for the GNS8360 to be slotted in and out 

of the mount stand.
! Allows for the tilt angle to avoid reflected 

sunlight.
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Glass Mount Bracket
1. Make sure the glass area you wish to attach the Glass Mount Bracket to is 

clean.
2. Double check that the final location does not impede the safe operation 

of the vehicle.
3. Loosen the turn screws. Hold the Glass Mount Bracket up to the intended 

position and adjust the angle between the suction mount and bracket 
arm. Tighten the turn screws.  With the release lever loose firmly press
the suction cup against the windscreen, push the release lever to secure 
suction. (fig 1).

Connect Power
1. Insert DC plug of Cigarette Lighter Lead into the DC Power 

socket of your GNS8360 and connect the other end to the +12V - 
24V cigarette lighter socket.
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Attach main unit
Secure unit to bracket. (fig 2).
1. Flip up the antenna located at the rear of the main unit.
2. Sit the main unit on the two locating pegs at the bottom of the 

mounting bracket.
3. Squeeze together the two grey release buttons on the mounting 

bracket and rock the main unit back onto the bracket.
4. Release the two grey buttons and check the unit is secure.

Ensure the cord does not interfere with safe 
vehicle operation

Fig 2: Secure unit to bracket

Fig 1: Line up glass mount to 
windscreen

Antenna
Secure

Press
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buttons
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Turn 
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POWER ON SCREEN

Turn the ignition on and  will power on.
The  is On when the buttons left and right of the screen are lit with a 
blue LED backlight.
Press the POWER button at the left side of the GNS8360 momentarily to turn 
power On or Off.

The screen may be turned on or off by pressing        (GNS8360 model only).

When the  powers on it will run the GNS8360 Navigation software 
loaded on the SD card. The GNS8360 Main Menu screen appears.     

This Quick Start Guide is now complete. 

GNS8360
GNS8360

GNS8360

NAVIGATION
The GNS8360  Navigation software is loaded onto the 
supplied SD card. A separate manual is supplied with 
instructions to use the GNS8360  Navigation software.

The remainder of this OM describes the GNS8360 
operating functions and other (non navigation) 
applications which can be performed. 
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Car Navigation
! Navigate to pre-programmed State/City locations
! Navigate to street address
! Navigate to over 500,000 pre-installed points of interest (POI)
! Mark often used destinations as My POI
! Dynamic voice and visual guidance: Constant route verification and 

re-calculation with turn by turn instructions
! Road Map 

! Receive audio and visual warnings when you approach:
     Fixed Speed camera
     Red Light camera
     Moving speed alerts

Other Great Features
! 3.5 inch High Definition Non reflective LCD Screen
! Touchscreen   
! Intuitive technology
! Built in GPS antenna
! 400MHz processor SIRF III GPS
! Bluetooth capability for hands-free Mobile phone use

(GNS8365 BT model only)

Updateable Software* for;
     Operation
     Map data

* For operation software updates please visit www.uniden.com.au 
(Australian model) or www.uniden.co.nz (New Zealand model).

Speed and Safety Warning System

FEATURES
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CONTROLS & VIEWS

1 Main Menu Button
2 Screen On/Off Button

(Bluetooth Button   - for GNS8365 BT model only) 
3&4 Map Zoom In/Out 

5 Stereo Speaker
6 Mount Holder Bracket
7 GPS Antenna
8 Secure Digital Card Slot

9 Audio-Out Jack
10  GPS Antenna
11 Power On/Off Button

12  Volume Control
13 Power-Supply Jack
14 Stylus Pen
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USING THE TOUCHSCREEN 

The GNS8360 is designed to respond to touchscreen input. Momentarily 
touch the screen with the tip of your finger when making a selection (fig 3).

Avoid applying excessive pressure to the screen or holding a finger for more 
than a moment (fig 4).

You may also use the stylus pen which is located at the top right of the unit to 
touch the screen (fig 5).

CARE & MAINTENANCE

Please take the following steps to ensure your GNS8360 is looked after.

! Always transport and store the GNS8360 using the carry case.

! Keep the GNS8360 free from dust by regularly cleaning the screen 
with an LCD cleaner.

! Do not leave unattended in direct 
sunlight for extended periods.

! Avoid any moisture contact.

Take measures to reduce the risk of theft by covering the unit or remove 
the unit from your dash when not in use.

Touchscreen activation is prevented while driving with 
Safe Mode ON. See Safety Warnings on page 18 for Safe 
Mode setting.  

Fig 3

Fig 4
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Do not use sharp objects which may scratch or damage 
the screen.

Fig 5
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